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STEGO ® GLOVEs TECHNOLOGIES

STANDARDS

HAND PROTECTION ENGINEERED.
ACHIEVED.

GLOVE CARE

PACKING Pairs/Box

Pair/Poly

COLOR

IDEAL APPLICATIONS

4
5

R1-0818

Blue • Black

SIZE

8/M • 9/L • 10/XL

� EN388 (4332C) � ANSI CUT A3
� EN511 (021) � ANSI ABR 4

• Seamless construction
• Fully coated flat nitrile ensure superior  
   protection from oil, liquids and water 
   penetration.
• Excellent thermal insulation gives
   outstanding warmth and comfort.
• Designed for working in dry, wet or oily / 
   greasy environments.
• Excellent grip for better performance
• Advanced abrasion and tear resistance for 
   better performance.
• Launderable for extended life

• Cold storage • Oil platforms
• Manufacturing • Construction
• Automotive  • Shipping-Maritime 

ELASTIC
CUFFS

DOUBLE
DIPPED

SANDY
NITRILE

FLEECE
LINED

Can be washed using warm water and mild 
soap. Rinse with cold water and allow to air 
dry. Glove should be stored away from direct 
sunlight and humidity.

1 pair/polybag, 60 pairs/carton

8/M                         9/L                        10/XL

6.72kg/ctn             7.32kg/ctn            8.04kg/ctn  

Certified to the NEW ANSI 2016 Standards
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Can be washed using warm water and mild 
soap. Rinse with cold water and allow to air 

Certified to the NEW ANSI 2016 Standards
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***All scores and certi�cations are anticipated until fully certi�ed.

COUNTRY OF ORIGIN

China

www.stegosafety.com
3400 Ridgeway Drive, Mississauga, Ontario L5L 0A2, Canada

NITRI-MAX THERMO   ST-2067
SEAMLESS KNIT ACRYLIC 
FLEECE LINE GLOVE WITH
DOUBLE-DIPPED NITRILE
COATING 
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